
bebionic® (small)
Distal Finger Palp Replacement Guide



The following step-by-step guide is for 
replacement of the finger palps on small 
bebionic by Ottobock hands. Please note – 
this is only possible with size small models. 
Medium bebionic hands require service 
through Ottobock. 

Please ensure to follow appropriate safety measures including donning of 
gloves and protective eyewear 

2   Ottobock

bebionic (small):
Finger Palp replacement article numbers

Article #               Detailed Updated Description 

9S398 Finger Palp Kit – includes palps for all 5 fingers, 
bebionic small only, both left and right sides

9S318 Finger Palp 3 and 4 (middle and index finger) 

9S319 Finger Palp 2 (ring finger) 

9S320 Finger Palp 1 (pinkie finger) 

9S337 Finger Palp – Thumb



bebionic (small): Replacement of the palp

Start removing the palp by compressing 
the proximal side of the palp

Pull off the palp in direction
of the finger tip

Carefully remove residuals of 
rubber and glue

1

2

3

Ottobock   3



©
20

21
 O

tto
 B

oc
k 

H
ea

lth
C

ar
e 

LP
. ·

  1
97

15
 · 

09
/2

1

Ottobock US · P 800 328 4058 · F 800 655 4963 · professionals.ottobockus.com
Ottobock Canada · P 800 665 3327 · F 800 463 3659 · professionals.ottobock.ca

bebionic (small): Replacement of the palp

Press new and clean palp in 
position – start at the proximal 
side of the finger

Press the palp in position 
until it is completely 
connected to the 
fingertip without gaps

Raise the distal area of 
the palp and apply a 
thin layer of Loctite 401* 
to the front edge of the 
fingertip
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DISCLAIMER: This guide does not replace the Instructions for Use. The manufacturer will not assume liability 
for damage caused by disregarding the information in this document or associated Instructions for Use, 
particularly due to improper use or unauthorized modification of the product.

*Loctite or other adhesive sold separately.


